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MULTILAYER CERAMIC CHIP
HIGH VOLTAGE CAPACITORS

AVAILABLE RANGE ADVANTAGES OF HV MLCC CAPS  
OVER LEADED CAPS

APPLICATIONS

FEATURES

• Smaller size is suitable for mobile devices

• Surface-mount package allows for  
lower cost assembly

• Multilayer design offers greater  
capacitance values

• No voltage or temperature dependence with 
C0G (NP0) Class I ceramic dielectric

• Reliable serial design • Polymer terminations available • 100 % tested at min. 120 %  
of rated voltage

X-RAYS AND AIR PURIFYING
• Voltage multiplier

LASER
• Marx bank

FOOTPRINT

C0G (NP0)
18081206 3640 4044

X7R
18121210 1825 2220 2225

≥ 2 mm

10

100

1 000

10 000

0

1 000 000

100 000

  0.5 0.63 1 1.5 2 3 4 5 6 8

Ca
pa

ci
ta

nc
e 

Va
lu

e 
(p

F)

Rated Voltage (kVDC)

C0G X7R

3040

No
bl

e 
Meta

l Electrode (NME) System
HV 

High Voltage
Series

http://www.vishay.com
http://www.vishay.com
http://www.vishay.com/ppg?45228
http://www.vishay.com/ppg?45228
http://www.vishay.com/ppg?45228
http://www.vishay.com/ppg?45228

