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TERMINATION OPTIONS 
• Lead (Pb)-free, RoHS-compliant: “X”
• Tin / lead (min. 4 % Pb): “L”
• Non-magnetic copper: “C”
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APPLICATIONS

5G NETWORKSWIRELESS POWERMILITARY RADIOS

INSTRUMENTATION

Design Tools S-Parameters

DEVICE AND CLOUD
CONNECTIVITY

ADAS TO  
AUTONOMOUS

TELECOMMUNICATIONS

HIGH TEMPERATURE OPERATION

+200 ºC+125 ºC-55 ºC

All Body Sizes

 0402 to 1111 capacitance value optionsü
+175 ºC

VISHAY HIFREQ SERIES CAPABLE OF 
GREATER OUTPUT POWER LEVELS 

0402 0603 0805 0505 1111 2525 3838

Standard P P P P P P P

Hi-Temp P P P P P
Automotive 
Grade P P P P P

EIA and QUAD

HIFREQ SERIES

EIA Case Sizes

QUAD Case Sizes

0402 0603 0805 0505 1111 2525 3838

DESIGN RESOURCES

https://www.modelithics.com/mvp/Vishay
https://www.vishay.com/capacitors/ceramic/rfmlcc-simulation-tool/
http://www.vishay.com
mailto:mlccrf%40vishay.com?subject=
http://www.vishay.com
https://www.awr.com/news/cadence-awr-design-environment-v15-now-available
http://www.vishay.com/how/design-support-tools/
https://www.modelithics.com/mvp/Vishay
https://www.vishay.com/doc?45072
https://www.vishay.com/ppg?45258

