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APPLICATIONS

FEATURES
GLI SERIES

Vishay ESTA CapacitorsLIFE EXPECTANCY
• > 100 000 h

• < 300 FIT

TRANSPORTATION

INDUSTRIAL DRIVES

• Very low inductance

• Extremely low losses at high frequencies

• Low serial resistance

• High current ratings

• High impulse discharge current capability

• Resistance to heavy-duty shock vibration

• High reliability and life expectation

• Integrated flanges for easy mounting
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Capacitance

Ceramic Multilayer

Ceramic  
Single-Layer

Thin Film Aluminum
Energy
Storage

Heavy-Current 
Power Film (ESTA)

Wet 
Tantalum

Polymer and Solid  
Tantalum

Film

FOOTPRINT HEIGHT

38 mm   56 mm   68 mm

VOLTAGE DC

• 700 V to 2150 V  
or customizable
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CAPACITANCE

• 15 µF to 230 µF

FILLING AGENT
• ESTAdry resin

• UL 94 V-0

STANDARDS

IEC 61071, IEC 61881-1

POWER ELECTRONIC CAPACITORS
HIGH CURRENT, VERY LOW INDUCTANCE 
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MEDICAL

SAFETY
• Self-healing film

CONNECTION

orBolts 
M8

Inserts 
M8 x 8

mailto:esta%40vishay.com?subject=HDMKP%20Series
http://www.vishay.com
http://www.vishay.com/ppg?13021

